
Unverbindliche Einbauempfehlung. GRAMMER übernimmt keine Haftung für die Eignung des Sitzes zum Einbau in bestimmte Fahrzeuge. 

Vor der Verwendung ist die individuelle Einbausituation zu prüfen. Masszeichnungen sind auf Anfrage verfügbar.

Die gesetzlichen und versicherungstechnischen Vorschriften sind zu beachten.

Non-binding installation recommendation, no responsibility is taken for suitability of the driver seat for installation in certain vehicles.

Before ordering, the individual installation situation in each case should be checked. Dimensional drawings are available on request.

Attention should be paid to the relevant legal and insurance requirements. 
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Zurück zur Übersicht

Back to overview

Type Bemerkung / Remarks

Elektrostapler/electronic powered forklift

EINBAUHÖHE BEACHTEN/Pay 

attention to assembly space

R20-14   Batteriespannung / battery voltage  48V X X X X
1 Meter Abstand zwischen Sitzfläche 

und Kabinendach bei Maximo M Sitzen

R20-15   Batteriespannung  48V X X X X

1m distance between seat and canopy 

for MAXIMO M seats

R20-16   Batteriespannung  48V X X X X

R20-18   Batteriespannung  48V X X X X

R20-20   Batteriespannung  48V X X X X

R50-15 X X X X X X

R60-16   Batteriespannung  80V X X X X

R60-18   Batteriespannung  80V X X X X

R60-20 Compact    Batteriespannung  80V X X X X

Nachrüstsitz / Aftermarket seat type



R60-22 / I    Batteriespannung  80V X X X X

R60-25 / I / L / LI   Batteriespannung  80V X X X X

R60-30 / I   Batteriespannung  80V X X X X

R60-35   Batteriespannung  80V X X X X

R60-40   Batteriespannung  80V X X X X

R60-45   Batteriespannung  80V X X X X

R60-50   Batteriespannung  80V X X X X

R60-55   Batteriespannung  80V X X X X X mit Armlehnen/with arm rests

R60-60   Batteriespannung  80V X X X X X mit Armlehnen/with arm rests

R60-70   Batteriespannung  80V X X X X X mit Armlehnen/with arm rests

R60-80   Batteriespannung  80V X X X X X mit Armlehnen/with arm rests

1,5-6011                                   EFG X X X X X

RX 50-10        Batteriespannung 24V X X X X

RX 50-13        Batteriespannung 24V X X X X

RX 50-15        Batteriespannung 24V X X X X

RX 50-16        Batteriespannung 24V X X X X

Dieselstapler/diesel truck lift

R70-16 X X X

R70-18 X X X

R70-20 Compact X X X

R70-30 X X X X

R70-40 X X X X

R70-60 X X X X X
Primo mit Anbindung MFAL/Primo with 

multi functional arm rest connection

R70-70 X X X X X
Primo mit Anbindung MFAL/Primo with 

multi functional arm rest connection

R70-80 X X X X X
Primo mit Anbindung MFAL/Primo with 

multi functional arm rest connection

Gas-Stapler/gas truck lift



M15 I X X X X X

R70-20T X X X

R70-25T X X X

R70-30T X X X

Evu 2000 X X X


